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LIGHT COUNTRY CO., LTD.
10F-1, NO.102, CHUNG SHAN ROAD SEC. 3, CHUNG HO, TAIPEI COUNTY, TAIWAN 
TEL: +886 - 2 - 22253580 (rep.)                             FAX: +886 - 2 – 22253827    
Website: www.lightcountry.com                            E-MAIL address:  switches@seed.net.tw
                             Sample request form

Thank you very much for taking time to fill in this form, kindly send return to us by either e-mail or fax, we will contact you as soon as possible.  The purpose of this form is to help us better understand your requirement, so that we can offer you the right product you need.  All of your information stated in this form will be kept confidential.  

	First Name:
	

	Last Name:
	

	Job Title:
	

	Company Name:
	

	Address:
	

	

	Phone: 
	
	Fax: 
	

	E-mail:
	


	1.Business of your company: 
	Business establishment in year 
	

	
	distributor
	
	dealer
	
	manufacturer

	
	importer
	
	trader
	
	other

	2.Annual sales revenue of your company (in U.S. dollars)

	
	below 100,000-
	
	100,000- to 500,000-
	
	500,000- to 1,000,000-

	
	1,000,000- to 10,000,000-
	
	10,000,000- to 50,000,000-
	
	Over 50,000,000-

	 3.Numbers of your company staff
	

	4.Your purpose of inquiry:

	
	seek new vendor
	
	seek ODM/OEM supplier
	
	other

	5.Switch application? 
	

	Main line of your company:

	
	electronic components
	
	computers/peripherals
	
	communications

	
	industrial electronics
	
	consumer electronics
	
	consumer appliances

	
	instrumentation
	
	automotive
	
	others

	6.Which company’s switches do you currently use?
	

	7.What is the price you bought now?
	

	8.Your further request: 

	
	send me catalog
	
	Price information of  
	

	
	sample of 
	

	9. What kind of software you may use?

	
	Ms-word
	
	Autocad
	
	Acrobat reader  
	
	Others:   
	

	10.Special instructions or requirements: 

	

	

	11.Mechanical features:

	type of actuator: 
	
	rocker
	
	toggle
	
	paddle
	
	other:
	

	number of poles: 
	
	1
	
	2
	
	3
	
	4
	
	other:
	

	type of mounting: 
	
	panel
	
	PCB
	
	PCB + panel
	
	Other:
	

	Type of panel cut-out:
	
	threaded bushing(assembled with nuts)

	     
	
	hole size: ψ
	
	mm

	    
	
	hole size: 
	
	x
	
	mm

	   
	
	snap-in

	
	
	other:                     
	

	Type of terminals: 
	
	quick connect:  
	
	 x
	
	mm

	                
	
	solder lug: ψ  
	
	 mm of wire
	
	AWG

	
	
	screw terminal

	
	
	straight PC terminal

	
	
	PCB type bend to right

	
	
	PCB type bend to left

	
	
	others:
	

	Position:
	
	with positioning pins (SMT)

	
	
	without positioning pins (SMT)

	
	
	with bracket

	
	
	with crimped grounding pins

	
	
	other:
	

	Soldering process:
	
	hand

	
	
	wave

	
	
	Infrared reflow (SMT)

	
	
	vapor phase (SMT)

	
	
	other: 
	

	PCB cleaning: 
	
	without cleaning
	
	with cleaning:
	

	Terminal plating: 
	
	silver plating
	
	gold plating
	
	tin plating

	             
	
	no plating
	
	other:
	

	Type of actuation: 
	
	direct (manual)
	
	indirect (mechanical)

	11.Electrical features:

	electrical function:

	
	POS 1
	POS 2
	POS 3
	
	POS 1
	POS 2
	POS 3

	
	-
	ON
	ON
	
	MOM
	ON
	MOM

	
	ON
	-
	OFF
	
	-
	ON
	MOM

	
	ON
	-
	MOM
	
	ON
	-
	ON

	
	OFF
	-
	MOM-ON
	
	MOM
	OFF
	MOM

	
	ON
	ON
	ON
	
	MOM
	OFF
	ON

	
	MOM
	ON
	ON
	
	ON
	OFF
	ON

	voltage rating: AC
	
	volts

	             DC
	
	volts

	current rating: AC
	
	ampere

	             DC
	
	ampere

	type of electrical load:
	
	resistive load
	
	capacitive load

	
	inductive AC: COSψ= 
	
	
	lamp (AC =
	
	watts)

	
	Inductive DC: L/R =
	
	
	Inrush current: IC = 
	
	amp, duration = 
	
	ms

	electrical life at full load:
	 
	cycles

	12.Environmental features:

	Usage temperature: 
	
	ºC to
	
	ºC

	Storage temperature: 
	
	ºC to
	
	ºC

	Type of environment: 

	
	normal
	
	dry
	
	humid
	
	dusty
	
	outdoor


PLEASE RETURN THIS FORM BY FAX OR E-MAIL, THANK YOU.
� EMBED PBrush ���
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